SyncUP FLEET™—Troubleshooting Information
Note: For complete installation and instructions refer to the
SyncUP FLEET™ — Implementation Guide.

Troubleshooting Checklist
When looking into issues with duty statuses, consider the following points:
Is the user set as a driver?
Does the user have a ruleset selected?
Is the user’s security clearance set properly?
Has the user logged in or out of the system as expected?
Did the driver have a data connection during the time of the issue?
Is the time on the mobile device synced up correctly and set to the time zone
of the home terminal?
Is the automatic time zone setting on the mobile device disabled?
Does the trip’s history match up with the duty status logs?
Check Android or iOS Setup
1. Make sure they have the latest version of the SyncUP FLEET™ HOS App.
2. Device requirements: Android is 4.4+ and iOS is 6.0+.
3. Android: The GPS settings on the tablet are set to high accuracy (Android).
4. iOS: Location setting is set to always (Apple devices).
Checking Driver Setup
Ensure that the user is set as a driver in MySyncUPFLEET, otherwise trips will not be associated
with this user in the Trips History, and automatic duty status logs will not work. If there is no active
ruleset selected for the driver, then hours of service information will not be associated with them as
they drive their vehicle.
See the security clearances and checking ruleset association sections of the SyncUP FLEET™
Manual for additional user configuration troubleshooting.

SyncUP FLEET™ Troubleshooting in App
Vehicle Disconnected
This message is displayed when the SyncUP FLEET device is not communicating with the server.
This can be due to coverage issues or a loss of power from the SyncUP FLEET device.
SyncUP FLEET™ Disconnected
This message is displayed when your mobile device has no connection to the server. This will
happen if the data connection on the mobile device is not reliable or the mobile device is in
airplane mode.
Note: Logging out is disabled when SyncUP FLEET™ is in this state. This is done in order to
preserve the driver’s logs until a connection to the server is re-established. Similarly, the driver will
not be able to log in while out of coverage.
GPS Disconnected
This message is displayed when there is a disruption with the GPS communication of the mobile
device. This can be caused by location, environment or airplane mode. SyncUP FLEET™ uses GPS
as a fallback for the lock screen.
Power Disconnected
This message is displayed when the mobile device is not connected to a power source. The driver
will be at risk for losing device power if their mobile device isn’t being charged. The lock screen
may not be as responsive if power is not connected.
Check for Updates
You can check for updates to the SyncUP FLEET™ HOS App by going to the Settings page. This will
cause a full sync to occur, which will download the most current data from the server to the app.
This can be used if logs are not updating on the app or no messages are appearing.

Connection Loss

This message is displayed when the vehicle is no longer in an area with cellular reception or
when the SyncUP FLEET device is not properly inserted into the engine diagnostic.
Mobile Connection Loss
This happens when the mobile device
exits an area with cellular reception or
if the driver turns their phone to
airplane mode.

Device Connection Loss

This happens when the telematics is not
inserted properly or has lost cellular
connection. It can happen if the device is
not properly inserted (e.g., the pins do
not line up) or if the device is defective.
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SyncUP FLEET™ Troubleshooting in the UI
There are a couple of things Support can look at to troubleshoot HOS issues using SyncUP FLEET™.
Duty Status Changes
The SyncUP FLEET™ HOS App is only designed to automatically switch between On-Duty and Drive.
You will be switched from ON to D if the vehicle is moving at or above 8 km/h (5 mi/h). Conversely,
you will be switched from D to ON if the vehicle moves below 8 km/h (5 mi/h), or stops completely,
for 5 minutes. If the switch from D to ON is successful, the system will correct the 5 minute
status disparity.
Over 8 km/h (5mph)

Stopped for 5 mins
ON Duty

Drive Duty

Location
Duty status log locations will display the nearest city with a population of 5,000 or more. We pull
this data from a free wiki-based geographical database called Geonames. If the wrong city is being
displayed beside an HOS log, it may be caused by the city having the wrong coordinates
in Geonames.
HOS Log
By clicking on a Duty Status log from the UI, you can see additional information about the log. One
key thing to note here is the Log Origin field:
• Automatic System Log: The system made the log
• Manual Driver Log: The driver made the log
• Other Authenticated User: A user in MySyncUPFLEET made the log
• Unknown Origin: An API call made the log
This is also where you can edit a duty status log in terms of:
• Date/timestamp
• Status
• Device
• Driver/co-driver
• Annotations
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To Remove

Clearance
Type
HOS Only

Remove “Administer DVIR Logs”, “View DVIR Logs”, “Send Messages”
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Will incur charges

